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DEAR WÜRTH CUSTOMER, 

The coronavirus caught all of us by surprise and forced us to temporarily lock 
down. However, this period of stopping and waiting will come to an end. 
Now it’s time to get BACK TO WORK and go ahead together!

Würth and the trades: a partnership that overcomes any crisis. LET’S STICK 
TOGETHER – in good times and in bad. For it is our mission to support you 
and make sure you can give your best performance.

The offers in this brochure aim to make your work easier during and after the 
corona crisis and your start back to business as usual as smooth as possible. 
STAY HEALTHY!
 
The Würth Team
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•	 Excellent power-to-weight ratio
Up to max. 1,321 Nm Releasing torque at a weight of 1.98 kg

•	 Reliable maximum performance values and a long service life
High-quality double impact mechanism and balanced cylinder 
with 6-disc motor

•	 Optimal, user-friendly adjustment to the respective application 
at all times
4-stage power setting with convenient one-handed conversion

•	 Good handling with slip-resistant handle, optimum control and 
low sound level
Highly-ergonomic soft grip with sensitive trigger and integrated silencer

Pneumatic impact screwdriver DSS 1/2" Premium Power
High-quality impact screwdriver in robust, fibreglass-reinforced 
plastic housing, with above-average performance and enhanced 
equipment features.

Individually boxed

Art. No. 5714 3010
Tool holding device 1/2-inch external square
Max. working torque 835 Nm
Max. releasing torque 1321 Nm
Sound-pressure level 80.6 dB
Vibration 7.78 m/s2

Weight of machine 1.98 kg
P.Qty. 1

IMPACT 
WRENCHES
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Art. No. 0703 7360
Square drive 1/2“
Working torque 70 - 470 Nm
Max. releasing torque 569 Nm
Sound-pressure level 92 dB
Avg. air consumption 102 L/min
Weight of machine 2.3 kg
P.Qty. 1

Art. No. 0703 73610
Square drive 1/2“
Bolt Capacity 16 mm
Max. torque 350 ft.lb (475 Nm)
Sound-pressure level 85 dB
Avg. air consumption 0.2 m3/min
Vibration 2.7 m/s2
Net weight 1.5 kg
P.Qty. 1

Art. No. 0703 73510
Max. torque 380 ft.lb (515 Nm)
Sound-pressure level 88 dB
Avg. air consumption 0.22 m3/min
Net weight 2.7 kg
P.Qty. 1

Pneumatic impact wrench DSS 1/2” H

Air impact wrench 1/2”

Reversible heavy duty impact wrench 1/2”

Reliable, powerful impact wrench with fast torque buildup.
Recommended maximum bolt size: M15.
Ideal for changing tires.

This quality impact wrench is a must for jobs at home or in the shop. The 
twin hammer delivers a max torque of 350 ft. lb. and the impact wrench 
features a forward/reverse regulator with five speeds, allowing you total 
control. With a free speed of 7000 RPM, this impact wrench is a whirl-
wind when tightening or loosening nuts and bolts!

•	 Pin type clutch hammer mechanism reaches maximum torque so fast 
and low vibration. Built-in power regulator.

•	 Positive action trigger to control speed.
•	 Reversible action. One hand reverse button.
•	 A protective rubber nose guard.
•	 Ultimate torque of 360 ft.lbs.
•	 3 pieces housing for easy service.

•	 Rugged and well-balanced unit featuring an aluminum housing.
•	 Rubber-coated and ergonomicallyshaped handle, user-friendly clock-

wise/counterclockwise switching and adjustable trigger.
•	 High-quality pin impact mechanism in oil tank with sixvane motor.
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Battery-powered tangential impact screwdriver 
ASS 18-1/2 inch HT
Very powerful and ergonomic battery-powered impact 
screwdriver with high torque Suitable for screwdriver 
diameters up to max. M20.

•	 Max. 610 Nm torque
Limited suitability for replacing tyres, no series screw connections

•	 Overload protection
Minimises the risk of overload damage to machine or battery

•	 Maximum performance with optimal cooling
Four-pole motor with better power distribution than with 
conventional two-pole motor

•	 Low weight, high performance battery with  
no memory effect
Lithium-ion technology

•	 Continuous control of the battery capacity
Charge status display on the battery

Application area
Wood/chipboard screws, nut tightening, cylinder screws, 
screw anchors, etc.

Contents for Art. No.

0700 725 5

1 x Charger AL 60-12/18-AS-LI; 
2 x Battery LI-AS-18 V 5 Ah; 
1 x Case insert for MASTER machines; 
1 x Empty case ORSY® 200 

Art. No. 0700 7255
Nominal voltage 18 V/DC
Min./max. idle speed 0-1900 U/min(rpm)
Min./max. impact rate 0-2200 U/min(rpm)
Max. torque for hard 
screwing application

610 Nm

Suitable for screw M20
Tool holding device 1/2-inch external square
Weight of machine 
with rechargeable battery

3.1 kg

P.Qty. 1
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Contents for Art. No.

5700 5102
1 x Quick charger AL 30-CV-LI; 
2 x Battery LI-AS-18 V 5 Ah;

Art. No. 5700 5102
Nominal voltage 18 V/DC
Min./max. idle speed 0-2800 U/min(rpm)
Min./max. impact rate 0-3200 U/min(rpm)
Max. torque for hard 
screwing application

185 Nm

Suitable for screw M6 - M16
Tool holding device 1/2" external square & 1/4" hexagon socket
Weight of machine with 
rechargeable battery

1.8 kg

P.Qty. 1

Cordless tangential impact screwdriver 
ASS 18-A EC Combi
Battery-powered tangential impact screwdriver 		
ASS 18-Combi EC MASTER

•	 �Specification
	� Highly versatile cordless impact screwdriver with unique combination tool 

chuck, triple power control and low-maintenance, brushless motor.

•	 Combination tool chuck
Combined 1/4-inch hexagon socket and 1/2-inch square drive, allowing one 
device to be used for even more applications

•	 Efficient, low-maintenance, brushless EC Motor
For longer running time per battery charge and longer motor service life

•	 3-stage power setting
Three stages for speed/impact rate, for different applications and materials

•	 Convenient handle design
Ergonomically shaped and thin handle with soft component for a secure and 
solid hold
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•	 Accuracy of ± 3% to the set value, in accordance with 
DIN EN ISO 6789:2003

•	 Simple and precise setting by turning the handle
•	 Switchover and/or push-through square drive
•	 Scaling in Nm and also in pound force per square foot
•	 Acoustic and tangible torque triggering prevents over-tightening 

of bolts
•	 Anti-slip 2-component handle
•	 With calibration certificate

1/2 inch torque wrench

3/4” inch torque wrench

With push-through square drive, ratchet head (60 teeth)

Switchover square drive

Supplied in a plastic box

Art. No. 0714 7124
Tip size 1/2 inch
Min./max. torque measuring range 60-300 Nm
Length 570 mm
P.Qty. 1

Art. No. 0714 7125
Tip size 3/4 inch
Min./max. torque measuring range 300-1,000 Nm
P.Qty. 1

TORQUE WRENCHES
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Art. No. 0714 13430
Width across flats 17 x 19 x 21 mm
Number of pieces in assortment/set 3 pcs
P.Qty. 1

Art. No. 0714 13030
Width across flats 17 x 19 x 21 mm
Number of pieces in assortment/set 3 pcs
P.Qty. 1

1/2 inch impact socket wrench insert power set

1/2 inch power socket wrench set

3-piece set comprising impact socket wrench inserts in 
sizes 17/19/21 with integral reinforcement ring for a 
longer service life

SOCKETS
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•	 Fast flash-off behavior and excellent 
cleaning performance.
Fast, effective removal of soot, grease, brake dust and 
oily residues.
Cleans without leaving residue

•	 Acetone free
High material compatibility with paints, plastics,
seals and rubber

•	 AOX- and silicone-free

Contents: 500 ml
Art. No. 0890 1087
P. Qty. 1/24

For cleaning and degreasing during maintenance and 
repair work.

BREAK ACCESSORIES

Brake cleaner
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Contents: 300 ml
Colour: Copper
Art. No. 0893 800
P. Qty. 1/12

Contents: 300 ml
Art. No. 0893 816
P. Qty. 1/12

Length: 225 mm
Art. No. 0715 5526
P. Qty. 1

Copper spray CU 800
Highly adhesive lubricating, separating and anti-corrosive 
copper spray that is extremely resistant to high temperatures 
and high pressures

•	 Very high resistance:
	– Temperature application range from -40°C to +1200°C
	– Resistant to water, diluted alkalis and diluted acids

•	 High, long-lasting lubrication:
Provides long-lasting protection against burning-on and seizing, 
galling, wear, corrosion and frictional corrosion.

•	 Silicone-free and AOX-free

Brake protection HT
Lubricating, separating and anticorrosive paste extremely 
resistant to high temperatures and high pressures.

•	 Does not harm sensors on brake systems
•	 Suitable for ABS brake systems and ASR and ESP system.
•	 Temperature-resistant up to 1400°C
•	 Ceramic components for permanently high level of lubrication
•	 Resistant to diluted acids, bases, spray water and salt water
•	 AOX and silicone-free
•	 High pressure resistance

Brake calliper brush
Narrow steel wire brush with plastic handle
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•	 Stainless steel, brushed chromium-plated
•	 Accuracy according to DIN 862
•	 Hardened, with locking screw

Brake disc vernier calliper
For measuring the thickness of fitted brake discs.

•	 Protects against wear and guarantees dry-running properties
•	 High resistance
•	 Temperature-resistant and pressure-resistant

Assembly paste
High-performance assembly paste spray for run-in lubrication

•	 Temperature range from -40°C to +1200°C
•	 Great, long-lasting lubricating effect
•	 Resistant to water and diluted alkalis and acids
•	 Silicone-free and AOX-free

Copper paste CU 800
Highly adhesive lubricating, separating and anti-corrosive 
copper paste that is extremely resistant to high temperatures 
and high pressures

Colour: Copper
Contents: 1 kg
Art. No. 0893 8002
P. Qty. 1

Contents: 300 ml
Colour: Black
Art. No. 0893 850
P. Qty. 1/6

0–50 mm
Art. No. 0715 7616
P. Qty. 1
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•	 ''Lift-and-turn'' lowering system prevents unintentional lowering
•	 Safety lowering control valve for safe lowering even under maximum 

load
•	 Additional foot pedal pumping feature provides fast saddle raising to 

the load
•	 Large diameter swivel wheels for easy handling.
•	 For easy access under low vehicles

Hydraulic trolley jacks 2 Ton
Ergonomically designed handle for operator comfort. 
Rubber coated

•	 "Lift-and-turn" lowering system prevents unintentional lowering
•	 Safety lowering control valve for safe lowering even under maximum load
•	 Additional foot pedal pumping feature provides fast saddle raising to the 

load
•	 Large diameter swivel wheels for easy handling.
•	 For easy access under low vehicles

Hydraulic trolley jacks 2 Ton low profile
Ergonomically designed handle for operator comfort. 
Rubber coated

2 Ton Low height jack
Art. No. 1900 788021
P. Qty. 1

2 Ton Low height jack long
Art. No. 1900 788026
P. Qty. 1

CAR JACKS
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•	 ''Lift-and-turn'' lowering system prevents unintentional lowering
•	 Safety lowering control valve for safe lowering even under maximum 

load
•	 Additional foot pedal pumping feature provides fast saddle raising to 

the load
•	 Large diameter swivel wheels for easy handling.

•	 ''Lift-and-turn'' lowering system prevents unintentional lowering
•	 Safety lowering control valve for safe lowering even under maximum 

load
•	 Additional foot pedal pumping feature provides fast saddle raising to 

the load
•	 Large diameter swivel wheels for easy handling.
•	 Noise reducing nylon wheels.
•	 Long reach ideal for vans, 4WD, and minibuses

•	 Heavy duty air operated hydraulic trolley jack
•	 Long chassis with long arm for better reach.
•	 Two stages, first stage 60ton, second stage 30ton.
•	 Standard with extensions up to 200mm and extensions holder.
•	 Stage 1 height 110 mm
•	 Stage 2 height 120 mm
•	 Stage 1 capacity 60 Ton
•	 Stage 2 capacity 30 Ton

Hydraulic trolley jacks 3 Ton

Hydraulic trolley jacks

Pneumatic trolley jack 30-60Ton

Ergonomically designed handle for operator comfort. 
Rubber coated

Ergonomically designed handle for operator comfort. 
Rubber coated

3 Ton
Art. No. 1900 788031
P. Qty. 1

6 Ton	 Art. No. 1900 788061
10 Ton	 Art. No. 1900 788101
P. Qty. 1

30 - 60 Ton
Art. No. 1900 783160
P. Qty. 1



15

Würth Gulf FZE, P.O.Box: 17036 Dubai, U.A.E · T: +971 4 880 9991 · F: +971 4 880 9792 · www.wurth.ae · info@wurth.ae

WHEELS & TYRES

TYRE AND WHEEL 
ACCESSORIES

�Sturdy
•	 Impact-resistant plastic with rubber sheath

Easy to operate
•	 +/- buttons
•	 Precision pressure gauge

Tyre Inflator with Dial
Sturdy, functional tyre pressure pump approved for 
tachograph control

•	 One hand operating for 3 functions by just holding the trigger to fill 
the air to release the air and to obtain the pressure gauge.

•	 Equipped with clip tire chuck & dual tire chuck
•	 Vacuum casting aluminum-alloy body avoids air leakage.
•	 Max. Pressure range 200 psi.

3-Function tire pressure gauge

Art. No. 0715 540510
P. Qty. 1

Art. No. 0715 541070
Min./max. pressure measuring range 0.5-12 bar
Max. working pressure 16 bar
Min./max. temperature conditions -10 to 50 °C
Hose length 530 mm
Pressure measuring accuracy 0.1 bar
P.Qty. 1



16

Würth Gulf FZE, P.O.Box: 17036 Dubai, U.A.E · T: +971 4 880 9991 · F: +971 4 880 9792 · www.wurth.ae · info@wurth.ae

WHEELS & TYRES

Tyre mounting paste
For mounting car, truck and motorcycle tyres

•	 Good sliding properties:
	– Low force and minimal time required
	– Minimal use of materials
	– Low machine wear
	– Protects tyres and rim flange
	– Improved centring of the tyre on the rim

•	 Short flash-off time:
	– Positive connection between the tyre and rim is established soon 
after assembly

	– Fewer complaints and subsequent costs for any re-balancing task

•	 Rubber and rim care:
	– Keeps the rubber soft, thereby ensuring permanent sealing between 
the rim and tyre bead

	– Prevents rust from forming (anti-corrosive)
	– Prevents the tyre from sticking to the rim

Weight of content 5 kg
Viscosity/consistency Pasty
Chemical basis Hydrocarbonate

Art. No. 0890 122 1
Contents 4.8 l
Colour White, Transparent
Shelf life from 
production

60 Month

P. Qty./unit 1

Rubber mallet Type A
DIN 5128

•	 Both hammer faces flat
•	 Varnished ash handle

Art. No. 0715 73408
Diameter (Ø) 65 mm
Length of head 115 mm
Length of handle 340 mm
P. Qty./unit 1

Tyre iron Brush for tyre mounting paste
Handy, robust and lightweight tyre iron 
made from chromium-vanadium

• Length: 28 cm
• Angled shape

Length Art. No. P. Qty./unit
200 mm 0695 325874 1/5

•	 Chrome-plated

Length: 280 mm
Art. No. 0693 0800
P. Qty. 1
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Length: 12.75 m
Width: 19 mm
Colour: Silver grey
Art. No. 0830 14415
P. Qty. 1

Height: 4 mm 
Width: 19 mm
Art. No. 0830 14735
P. Qty. 1

19X3.8 mm
Art. No. 0830 14424
P. Qty. 100pcs/pack

Zinc adhesive weight for cars
On a roll for cut-off

•	 With powder-coated surface and dark adhesive tape that is thermally 
stable up to 180°C

•	 Time savings, as no need to search for and sort out individual weights
•	 1000 x 5 g segments (5 kg)

Steel adhesive weight for cars
On a roll for cut-off

•	 With galvanized and additionally powder-coated surface and dark 
adhesive tape that is thermally stable up to 180°C

•	 Time savings, as no need to search for and sort out individual weights
•	 1000 x 5 g segments (5 kg)

Wheel balance weight, zinc adh, 
60G (4X10+4X5) 19X3.8mm
Fingerlift (protrusion on protective film) enables the 
protective film to be gripped and removed easily, 
even when wearing gloves.

•	 No cutting edges on the weight body
Individually detachable weights

•	 Powder coating
High level of corrosion protection

BALANCING 
WEIGHTS
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•	 Type 62 Z
•	 Proven track record

Zinc impact balance weight 
for car aluminium rims
Universal weight with silver-grey powder coating

Surface Powder-coated
Suitable for rim type Aluminium
Colour Silver grey

Weight of balance weight Material Product weight (per item) Art. No. P. Qty./pack
5 g Spring steel 5 g 0830 62  5 100
5 g Zinc 4.938 g 0830 62  05 100
10 g Zinc 9.702 g 0830 62  10 100
15 g Zinc 14.932 g 0830 62  15 100
20 g Zinc 19.89 g 0830 62  20 100
25 g Zinc 25 g 0830 62  25 100
30 g Zinc 30.135 g 0830 62  30 100
35 g Zinc 34.049 g 0830 62  35 100
40 g Zinc 38.949 g 0830 62  40 100
45 g Zinc 43.488 g 0830 62  45 50
50 g Zinc 48.258 g 0830 62  50 50
55 g Zinc 54.16 g 0830 62  55 50
60 g Zinc 59.16 g 0830 62  60 50

Car zinc adhesive weight
From the original equipment for VW, Opel and Volvo

Material Zinc
Surface Powder-coated
Height 3 mm
Max. temperature resistance 180 °C

Weight of balance weight Width Product weight (per item) Art. No. P. Qty./pack
5 g 15 mm 4.92 g 0830 912 5 50
10 g 15 mm 10.04 g 0830 912 10 50
15 g 19 mm 14.94 g 0830 912 15 50
20 g 19 mm 20.36 g 0830 912 20 50
30 g 19 mm 30.144 g 0830 912 30 50
35 g 19 mm 35.34 g 0830 912 35 50
40 g 19 mm 40.18 g 0830 912 40 50
45 g 19 mm 45.794 g 0830 912 45 50
50 g 19 mm 49.288 g 0830 912 50 50
55 g 19 mm 55.688 g 0830 912 55 50
60 g 19 mm 58.72 g 0830 912 60 50
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Suitable for rim type Steel

Weight of balance weight Material Surface Colour Product weight (per item) Art. No. P. Qty./pack
5 g Spring steel Zinc plated 4.849 g 0830 80  5 100
5 g Zinc Powder-coated Silver grey 4.96 g 0830 80  05 100
10 g Zinc Powder-coated Silver grey 10.72 g 0830 80  10 100
15 g Zinc Powder-coated Silver grey 15.132 g 0830 80  15 100
20 g Zinc Powder-coated Silver grey 20.49 g 0830 80  20 100
25 g Zinc Powder-coated Silver grey 25.52 g 0830 80  25 100
30 g Zinc Powder-coated Silver grey 30.46 g 0830 80  30 100
35 g Zinc Powder-coated Silver grey 35.82 g 0830 80  35 100
40 g Zinc Powder-coated Silver grey 39.91 g 0830 80  40 100
45 g Zinc Powder-coated Silver grey 43.7 g 0830 80  45 50
50 g Zinc Powder-coated Silver grey 51.04 g 0830 80  50 50
55 g Zinc Powder-coated Silver grey 55.14 g 0830 80  55 50
60 g Zinc Powder-coated Silver grey 60 g 0830 80  60 50

Zinc impact balance weight for car steel rims
Universal weight with silver-grey powder coating

•	 Type 80 Z
•	 Proven track record

Balancing weight pliers

Car rubber valve, snap-in eco

With plastic-coated handles

Valves with laser-marked production date 
on the valve stem

•	 With cutting device and hub cap lifter

Art. No. 0695 391 885
Length (L) 240 mm
P.Qty. 1

Art. No. 0879 0414
Length (L) 240 mm
Designation 1
P. Qty. 100
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•	 15 Gauge nylon shell
•	 High quality natural latex coating
•	 Crinkle finish for excellent grip
•	 Open back design for breathability and comfort
•	 Size: 8, 9, 10

Protective multifit mechanic glove
Latex crinkle coated glove.

•	 Optical class 1.
•	 Mechanical strength with low energy impact of 45 m/s.
•	 Wide field of vision due to ergonomically shaped lenses.
•	 Maximum safety with optimum wearing comfort.
•	 Screwless mounting of the lens.
•	 UV protection 99.9% up to 400 n/m.

Safety goggles engineer
Safety goggles for chemical and liquid splash protection.

Standards EN 420
Category II

Size Art. No. P. Qty./pair
8 1899 405908 12
9 1899 405909 12
10 1899 405910 12

PERSONAL PROTECTIVE  
EQUIPMENT

Art. No. 1899 103003
P. Qty. 25/250
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•	 Optical class 1
•	 Mechanical strength with low energy impact of 45 m/s.
•	 High impact resistant, polycarbonate lens
•	 Ventilation holes offer comfort feeling.
•	 Panorama field view.
•	 UV protection 99.9%
•	 CE Certificated; Conform to EN 166- 2001

Panorama safety goggles plus
Safety goggles for chemical and liquid splash protection.

Art. No. 0899 107011
P. Qty. 12/120

Safety goggles clear and indoor/outdoor
Polycarbonate safety glasses. 
Indoor/outdoor use without strain to the eyes.

Clear 		  Art. No. 1899 103001
Indoor/outdoor	 Art. No. 1899 103006
P. Qty. 20

•	 Optical class 1, polycarbonate lens.
•	 Mechanical strength with low energy impact of 45 m/s.
•	 Designed to provide wide field of vision.
•	 Protection from flying objects, particles, dust, wind
•	 Reduction of visible radiation e.g. glares, stray light, bright sun.
•	 Workers moving in and out
•	 UV protection 99.9%
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