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Elastic 1-component window adhesive 
with excellent stability

Standard module
For all popular vehicle types in passenger vehicle, 
commercial vehicle, bus, truck, agricultural and 
construction machine sectors

Antenna compatible, non-conductive

Prevents contact corrosion
Suitable for use on aluminium-magnesium 
bodywork (e.g. Audi A8, Jaguar XJ etc.)

Tested safety
• �Drive-away time confirmed with crash test 

and TÜV certificate in accordance with 
FMVSS208/212!

• �Meets requirements of original equipment 
manufacturers (vehicle manufacturers)

Application
Replacement glazing of cars, utility vehicles, 
buses, transport vehicles and agricultural and 
construction machines.
Area of use
A clean environment is to be selected for 
application. Use of the product with the 
accompanying Würth system components is 
essential for properly performed and problem-
free work. The work instructions accompanying 
the product are to be followed when carrying out 
work.

Note
It is imperative that the Würth Active Cleaner and 
the Würth Varioprimer be used when preparing 
surfaces. The products are to be checked to ensure 
that they have not expired before they are used. 
Apply adhesive while guiding the gun vertically, 
starting from the center at the bottom of the 
windscreen. Do not place the vehicle on the lifting 
platform. Observe the information provided by the 
vehicle manufacturer in regard to bead geometry.

“CLASSIC PLUS” WINDSCREEN ADHESIVE

Art.No Designation Contents P.Qty

0890 023701 Cartridge 310ml 1/12

Basic information CLASSIC plus

Chemical basis 1K polyurethane (mois-
turehardening)

Color Black

Application temperature +5°C to +35°C

Processing time 15 min*

Storage temperature +5°C bis +25°C

Drive-away time w/o airbag 1 h*

Drive-away time w/ airbag 2 h*

HAND CARTRIDGE GUNS

For processing 310 ml cartridges, High-
Quality Version

Stable
No running off vertical surfaces.
Features
• With quick-clamping device.
• Quick feeding.
• �Excellent power transmission, therefore easier 

processing.
• �Immediate power transmission to the push rod 

possible.
• Very rugged housing and feed mechanism.

Art.No. 0891310-AE
P.Qty. 1
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Basic information XL

Chemical basis 1K polyurethane (mois-
turehardening)

Color black

Application temperature +10°C to +40°C

Processing time max 15 min*

Storage temperature +5°C to +25°C

Drive-away time w/o airbag 3 hr.*

Drive-away time w/ airbag 16 hr.*

1K window adhesive for utility vehicles, 
buses and vehicles on rails

600 ml bag contents
Designed for adhering large windscreens

Normal-modulus.
Elastic, tolerance-compensating windscreen 
adhesive.
Long processing time.
User-friendly application.

Excellent stability.
Very easy to use on vertical adhesion surfaces, e.g. 
side windows.

Smoothes easily.
Very highly suitable for visible joints.

�Environmentally-friendly: comes in a 
bag.
More product, less packaging space, reduces 
garbage.

Application
Replacement glazing of utility vehicles, omnibuses, transport vehicles, agricultural machines, 
construction machines and vehicles on rails.

Area of use
A clean environment is to be selected for application. Use of the product with the 
accompanying Würth system components is essential for properly performed and problem-
free work. The work instructions accompanying the product are to be followed when carrying 
out work.

Note
It is imperative that the Würth Active Cleaner and the Würth Varioprimer be used when 
preparing surfaces. The products are to be checked to ensure that they have not expired 
before they are used. Apply adhesive while guiding the gun vertically, starting from the center 
at the bottom of the windscreen. Do not place the vehicle on the lifting platform. Observe the 
information provided by the vehicle manufacturer in regard to bead geometry. The application 
and drive-away times must be observed.

WINDSCREEN ADHESIVE “XL”

Art.No Designation Contents P.Qty

0890 023600 Bag 600 ml 12
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Features
Black, moisture-hardening primer for promoting 
adhesion of the windscreen adhesive on glass, 
ceramic silkscreen printing, lacquer and various 
metals. Corrosion protection for bare metal 
surfaces. UV-protection.

Areas of Use
Contains: ISOPHORONE DIISOCYANATE 
DIPHENYLMETHANE-4,4›-DIISOCYANATE 
METHYL ETHYL KETONE
Highly flammable liquid and vapour. Causes 
serious eye irritation. 
May cause allergy or asthma symptoms or 
breathing difficulties if inhaled. May cause an 
allergic skin reaction. May cause drowsiness or 
dizziness. Repeated exposure may cause skin 
dryness or cracking. Contains isocyanates.
May produce an allergic reaction. Keep away 
from heat, sparks, open flames, hot surfaces. No 
smoking. Keep container tightly closed. Wash 
hands thoroughly after handling. Wear protective 
gloves, protective clothing, eye protection, face 
protection. IF INHALED: If breathing is difficult, 
remove.

GLASS PRIMER

Art.No Contents P.Qty

0890 0242 30 ml 1

Primer Brush
• Felt applicator
• Length: Approx. 11 cm

Art.No. 0891 650
P.Qty. 10/100

ACCESSORIES FOR WINDOW INSTALLATION
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SPECIAL ADHESIVE

Elastic 2-component adhesive for 
easy bonding of glass, metal and both 
materials

• Easy to use
• High instant adhesive strength
• Good shear and/or impact strength
• Vibration-resistant bonding
• Outstanding resistance to chemicals
• Solvent-free

Application
Suitable for all applications in which good shear 
and/or impact strength is required on glass, 
ceramics and metal, as well as on combinations 
of these materials. Also suitable for materials with 
very different coefficients of expansion, even with 
temperature and climate changes.
Typical applications are interior rear-view mirrors 
on vehicles, metal catches, hinges on side vent 
windows etc.

Instructions
Thoroughly clean the surfaces to be bonded with 
acetone cleaner or IPA cleaner, then wipe dry 
with a clean cloth or heat with a hot air blower to 
remove the moisture. Important: Allow the glass 
panel to cool down afterwards.
Then squeeze the activator phial between your 
fingers until the inner glass tube breaks. The 
activator thereby released now flows to the tip of 
the felt. Then remove the paper sleeve and apply 
the activator to the glass surface to be glued. The 
activator is solvent-free and therefore does not 
require any ventilation time.
Now cut off the tip of the adhesive bag and apply 
the adhesive thinly and evenly to the metal surface. 
Then press together the components under light 
pressure for approx. 20 seconds. Remove excess 
adhesive immediately with a clean cloth. The glued 
area can be exposed to 50% load after just 15–20 
minutes.

Notice
• �Do not expose to direct sunlight or use on 

strongly heated glass surfaces.
• �Surfaces to be adhered must be level/plane 

parallel.
• �Special adhesive does not have any gap 

bridging properties.

Art.No Designation Contents P.Qty

0893 40 Special adhesive Glue bag 1 g, activator ampoule 0.5 ml 1
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PNEUMATIC EXTRUSION GUNS Powerful and lightweight pneu-
matic extrusion guns for apply-
ing products in cartridges and 
bags. 
Ideally suited for adhesives and 
sealants with high and low vis-
cosities.

Lightweight, compact and 
ergonomic shape.
Extrusion gun  ts well in your hand and 
allows low-fatigue working.

Rotary pressure controller on 
handle for slow and fast 
extrusion.
Fine adjustment of the extrusion speed is 
possible.

Dampener on quick-trigger 
valve.
Ensures optimum movability.

Fully enclosed housing.
Improved protection of components, e.g. 
the air supply line, and easy cleaning.

3-year warranty.
on manufacturing and material defects.

Fig. 4

Fig. 1

Fig. 2

Fig. 3

Junior x
Art. No. 0703 891 310

Druck x
Art. No. 0703 891 600

Available in the fleet manage-
ment system ORSY®fleet.

Accessories for Juniorfix and Druckfix:
Model Designation Art. No. P. Qty.
Fig. 3 Screw Cap 0891 600 003

1
Fig. 4 Bag Pressure Piston 0891 601 005

Technical data:
Model Cartridge

in mL

Bag

in mL

Max.
operating
pressure
in bar

Weight

in g

Dimensions
(L x W x H)

in mm

Connection
thread

in inches

Art. No. P.
Qty.

Juniorfix 
(Fig. 1)

310 – 10 474 238 x 59 x 245 1/4" 0703 891 310
1

Druckfix 
(Fig. 2)

–
300/
600

10 818 445 x 59 x 245 1/4" 0703 891 600

The average consumption for pneumatic application guns is 
about 7.2 liters/minute.

Caution: The maximum working pressure for the processing 
of sealants is 6 bar.

PNEUMATIC EXTRUSION GUNS
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With two movable heads.

Also suitable for transporting curved 
surfaces, 
e.g. vehicle windows

With two movable heads.

Also suitable for transporting curved 
surfaces, 
e.g. vehicle windows

Additional
PULLING HANDLE
Art.No. 071458 23

SUCTION LIFTER

Art.No Lifting capacity/
Direction of force*

Weight Suction
disk dia.

P.Qty

0714 5820 45 kg 750 g 120 mm 1

0715 58200 45 kg 750 g 120 mm 1
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The knotted winding offers a high 
sawing effect despite a lack of cutting 
edges

• Secured on a plastic spool

ROUND-WIRE CUTTING WIRE

Art.No Designation Dimensions Edge radius Tensile strength Length P.Qty

0714 5828 Knotted round wire 0.8 mm dia. None 2,000 - 2,100 in N/mm2 22.5 mm 1

Art.No Designation Dimensions Edge radius Tensile strength Length P.Qty

0891 656 Square, stainless steel 0.6 x 0.6 mm 0.1 2,000 - 2,100 in N/mm2 50 m 1

Extremely smooth surface, cuts through 
the adhesive bead more easily

• In practical plastic dispenser roll

Long version

• �For easy insertion of the cutting wire with flat 
windshields

• Total length: 155 mm

STAINLESS-STEEL CUTTING WIRE

INSERTION PROBE

Art.No. 0714 5827
P.Qty. 1
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27-piece scraper set with 4 different scra-
per blades and carpet knife

• Ergonomic 2C scraper handle with blade clamp
• Carpet knife with multi-stage locking
• Blade can be fully retracted

Application
For removing TÜV (technical inspectorate) stickers, 
windscreen stickers, residual adhesive beads, seals 
etc.

Technical Data

Number of pieces in assortment/set 27 pcs

Product weight (per item) 533g

With trapezoidal blade and
plastic handle

SCRAPER AND BLADE SET

Art.No. 0715 66808
P.Qty. 1

Art.No. 0715 6640
P.Qty. 1

Contents

Designation Art.No. P.Qty.

Carpet knife 0715 6601 1

Trapezoidal blade 0715 6602 5

Scraper handle 0715 6641 1

Scraper blade Width of knife blade 12 mm 0715 6642 5

Scraper blade Width of knife blade 16 mm 0715 6643 5

Scraper blade Width of knife blade 20 mm 0715 6644 5

Scraper blade Width of knife blade 16 mm 0715 6645 5

GLASS SCRAPER

Technical Data

Scraper width 58 mm

Length 170 mm

W 009 0



• �Blade holder with aluminum pulling handle and 
replaceable blades.

• �Removal of bonded windshields can be 
accomplished by a single person.

• �For non-melting adhesives.
• �Scope of delivery includes blade 		

Art.0714 582 101.

Replacement Blades

1 2 3

Art.No Type Width Leg length P.Qty

0714 582101 Standard small 22 mm 7.5 mm 2

0714 582102 Standard large 35 mm 12 mm 2

0714 582103 Extra long 37 mm 12 mm 2

UNIVERSAL STAND HEAVY DUTY

WINDSHIELD REMOVAL KNIFE

Art.No. 0714 58210
P.Qty. 1

Art.No. 1714 58261
P.Qty. 1

Art.No Size 
Weight 
Height

Capacity Weight netto Weight brutto Material Construction Packing

1714 58261 100 cm
Adjustable 64 - 100 cm

225 kg 6,70 kg 7,5 kg Steel steel tube 1” (2,54cm)
½” (1,27cm) foam 
padding at top

1 pc per pack-
age
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• �For pressing on trim strips, window frames, 
emblems, etc.

• �Lifting tabs along the circumference of the sucti-
on cup make releasing easier.

• �Contact pressure easily adjustable by wing nuts.
• �Very useful tool for paint and body shops.

SUCTION CLAMP

WINDSCREEN STAND

Art.No Suction cup Ø Length Weight P.Qty

0691 55210 80 mm 180 mm 65 g 4

For passenger vehicle and commercial 
vehicle windscreens

• �Mobile rubber discs, 130 mm in diameter, adapt 
to any windscreen shape

• �Collapsible and height-adjustable from 0.8 to 
1.05 m

• Robust tubular steel frame, powder coated

Technical Data

Length 1150 mm

Width 450 mm

Min./max. height 0.8-1.05 m

Max. load capacity 55 kg

Material Steel

Art.No. 0714 58 262
P.Qty. 1

W 011 0
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Star symbol means that the item is special order or non-stock items.09 

AIR KNIFE

Art. No. 0703 860110
Description
Oscillation : 20,000 per min
Net Weight : 1.00 kg
Head Height : 70 mm
Air Cons. : 0.25 m3/min
Air Inlet : 1/4"
Hose Size : 6.5 mm
Sound Pressure : 82 dBA
Air Pressure : 90 psi
Vibration : 3.76 m/s2

For the removal of the windscreen

400090

AIR KNIFE FOR THE REMOVAL OF THE WINDSCREEN

Art.No. 0703 860110
P.Qty. 1

Art.No. 0696 010001 / 57mm Art.No. 0696 010002 / 90mm Art.No. 0696 010003 / 35mm Art.No. 0696 010004 / 35mm

Art.No. 0696 010005 / 30mm Art.No. 0696 010006 / 8mm Art.No. 0696 010007 / 35mm Art.No. 0696 010008 / 90mm

Art.No. 0696 010009 / 24mm Art.No. 0696 010010 / 36mm Art.No. 0696 010011 / 63mm
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VIST OUR WEBSITE
TO KNOW MORE
www.wurthgulf.com 

FOLLOW US ON 
SOCIAL MEDIA 
@wurthuae

WÜRTH GULF FZE 
P.O.Box: 17036 Jebel Ali South 6,
Dubai, United Arab Emirates.
T. +971 4 8809991
F. +971 4 8809255
E. wurthglf@emirates.net.ae
www.wurth.ae, www.wuerth.com

DUBAI SHOWROOM
318th Almidan Road, Al Quoz
Industrial 4, Dubai, U.A.E.
T. +971 4 3397141
F. +971 4 3419303
E. dxbpickshop1@wurthgulf.ae

ABU DHABI SHOWROOM
11 St. Mussafah 14
Abu Dhabi, U.A.E.
T: +971 2 5544155
F: +971 2 5544199
E: adpickshop1@wurthgulf.ae

SHARJAH SHOWROOM
3rd Street Industrial Area 6
Sharjah, U.A.E.
T. +971 6 5301408
F. +971 4 8809255
E. shjpickshop1@wurthgulf.ae

AL AIN SHOWROOM
Nahyan, The First St.
Near Grand Hafeet Station,
Al Ain, Abu Dhabi U.A.E.
T: +971 3 7668402
E: alnpickshop1@wurthgulf.ae

FUJAIRAH SHOWROOM
Al Hail Area, Mohd Hamad
Saleh Al Kaabi Building,
Fujairah, U.A.E.
T. +971 9 2238778
E. fujpickshop1@wurthgulf.ae


